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This is to certify, that the product identified below has been tested in accordance with the relevant procedures
as contained in the Fire Test Procedure Code (IMO-Res. MSC.61(67)) and was found in compliance with
the applicable performance criteria contained in the specified standard.

Certificate No.

Company

Product Description

Product Type

Approval Standard

Documents

Application
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Valid until
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Hamburg, 2003-12-11

15971 - 00 HH

HALTON OY
Pulttikatu 2
FIN-15700 Lahti

FIRE DAMPER TYPE FDB (see on page 2)
Fire damper
-IMO Res.MSC.61(67), Annex 1, Part 3

-IMO Res. A.754(18)

Test reports nos. PAL11/93 dated 1993-06-30, RTE11128/96 dated 1996-12-16 and
statement dated 1995-01-13 issued by VTT Fire Technology Laboratory, Finland

The above product may be applied on ships classed with Germanischer Lloyd and
on ships for which the Society is responsible for the issue of the relevant certificate
required by the "International Convention for the Safety of Life at Sea, 1974"
including amendments as authorized by contracting governments.

~ For use in ducts penetrating bulkheads and decks of class A-0 to A-60 when

insulated in an approved manner
2008-12-10

The company must inform Germanischer Lioyd of any modification or changes
to approved product in order to obtain a valid certificate.

Germanischer Lloyd

paavs

J. Schreiter

A. Ullrich

The latest edition of the General Terms and Conditions of Germanischer Lioyd is applicable.

German law applies.







